TCHANNEL DRIVING VIDEO RECORDER

Instruction Manual

DR-1000
Thank you for purchasing this product.

For proper usages and application,
Please read this instruction manual thoroughly.
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Safeguard instructions

Please read the "Safety Rules” carefully before using this product. Following the safety rules prevents users from

Safeguard instructions 3 damages related with the misuse of the product. It is very important to follow these safety rules. We state “Cau-
1. Feature 5 tion” and “Warning" to clarify any potential risk for a damage associated with the misuse of the product.
2. Box Contents 5
3. Installing the recorder in your vehicle 6 [ NOTICE This information is for user's reference for better usability. ]
1. Mounting / Removal of the stand 6
2. How to install 7 This information is for preventing damage or shorten the life time of the
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3. Recommended installation location 7 5
4.Wiring di 8
ring diagram This information is for preventing bodily harm or even death and use should
5. Detailed procedure of installation 8 WARNING follow this safety rules.
4. Components and their functions 10
5. Preparations for operation n A CAUTION
1. Inserting the SD card n P T T PP
2. Removing the 5D card n Do not shock to the product.
6. Operation 12 - It may cause damage or malfunction for product.
1. Power ON/OEF 12 Do not place near magnet.
. . - It may cause malfunction and trouble.
2. Checking the received GPS data 12
3,Video recording 13 Keep the internal GPS without any obstacl_e near of it like high pass, navigation.
- It may cause problem on GPS signal receipt rate.
4. Emergency recording / Instant capture 14
5. Real-time di : 14 GPS function needs loading time when it power on.
Real timeidisplaying - It needs from few seconds to minutes depending on signal receipt environment.
6. Functions of Mode button 15 i i
' In case of metallic tinting on front window may cause telecommunication problem or poor recording
7.System RESET (Restart) quality. - In metallic tinting car may cause GPS signal receipt problem.
B 16 3
7.PCVIEWER MANAGER In case of suddenly changing of brightness such as tunnel enter/exit or extremely dark place, the record-
1. How to install PC VIEWER MANAGER 16 ing quality may be low.
2iHowiio execute REVIEWER MANAGE 1z When you drive dark place, recommend you to tumn on the headlight (fog light) to record with high
3. About user interface 18 quality.
4. File list 12 Please use only authenticity SD card
5. Movie control 21 - Manufacturer do not have a responsibility for not in usage of adulterated card.
6. Screen capture 2 Do not put a foreign substance in to SD card slot.
7.3G-SENSOR 22 - ltmay cause a malfunction or SD card inserting problem.
8. Checking the route 3 Do not touch SD card with wet or oily hand.
9. Checking GPS information 23 - It may cause malfunction due to card damage.
10. Configuration 2 ® Push the SD card fuly.
8. Spacifications 27 - lt may cause a malfunction.
# Parking mode 28 Before pull SD Card out, please check the power off status.
- If you pull SC Card out during power on status, it may cause malfunction or data loss.
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SO card is consumable. It weould not support normal recording due to damage memaory as time goes by.
Plese check the warranty period of 5D Card.

When install ordinary power cable, should contact to a spedalty store. (The place of fuse box is varying
depending on each car manufacturar. Pleasa chack the car manual befora installation)

To safe usage on battery, please disassemble ordinary power cable when you do not drive for a long
® time {over 3 days). We recommend disassemble to safe driving even though this cable contains a func-
tion for preventing battery dead.
The front glass and camera lens should be kept clean.
- If it is dirty, the recording image may be low.

Attach the product recommended place.

- If itis installed other place, the image may ba swerved

Do not disassemble, repair and remodeling.

- It may cause malfunction and injury, can not get warranty.

- Make inquiries to agent for repair and checkup.

In case of storege SD card, please use case.

- The data may be damaged by a static while storage or moving.

-We do not have a responsibility for data lost caused by user's mistaka.

/\ WARNING
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o Do not place near of air bag effective range.

- It may cause malfunction of air bag or acddent, injury due to hitting monitor by air bag.

Keep clean dust on power socket.
- It may cause electronic shock and fire by bad connection.

Do not put a pin or neadle on the hole or crack in the body.
- In case of inserting them, stop to operate, it may cause electronic shock, fire and malfunction.

- It may cause fire. Stop to use and make inquiries to agency.

o Do not use in problem condition as like smoking, smell something bum.

Should install while power off. {After install products, connect DC jack)
- It may cause to electronic shock or malfunction.

o Do not operate the product while driving.

- It may cause an accident. Stop in a safe place and operate.

Do not put the product in place where sudden temperature increasing and should use on optimum
voltage, temperature and humidity.
- Itmay causa to electronic shock or malfunction.

Do not pull cord with a jerk, should catcha plug and pull. Do not use damaged cord.
- It may cause cord malfunction, electronic shock and fire.

Do not clean exterior with alcohol, volatility or oily solvent. Neither keep touching rubber and plastic for
long time. - It may cause change of surface, fall of paint, malfunction and fire.

- Clean the front window and fux it firmly, otherwise it may be detached due to temperatura/humid-

o Attach the product on the front window firmly.
ity/dust/shock.

n Feature

+ All car accident records

- Parking mode function : Ordinary power cable{option) connecting

-Wide angle of view (1307 support (Built-in WDR CAMERA)

-Woice recording support while image recording.

-Speaker Alert

- Built-in GPS antenna

- Buitt-in 3G-Sensor (Front/Rear, Laft/Right, Up/Down shock sensing and recording)
- S0 CARD use (Max. 32GB)

- If the recording image exceeds SD Card capacity, it deletes images from the oldest file and records
continuously.

- Emergency battery equipped
*WDR : Wide Dynamic Range

B Box Contents

* Before use this products, pleasa check below contents. If there is something missing parts, please contact
sales agent.

DVR Stand Ass'y

Instruction Manual Cigar Cable

PC Viewar

S0CRRD: Install CD

Accessories

Ordinary power
c&le{'gprion}
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B Installing the recorder in your vehicle

& Prior to Installation, check the followings :

- To ensure safe installation, always perform installation procedures in a bright place with no vehidle traffic.
- Before installation, always turn off the engine and pull out your car key.

- D0 NOT use any other cables than the power dgarette cable induded.

- The glass to be equipped with tha camera should be kept clean.

- For vehicles with excessive window tinting, the recorded images may appear dark.

- Keap the internal GPS without any obstacle near of it like high pass, navigation.

- If use navigation and vehicle monitor, the image could be reflected on the front glass and it might effact
on the recording quality. To prevent this problem, please set the direction notto be reflected the image.

If the product is separated from the glass it could be occurred car accident. Please dean the
front glass and fix it firmly.

1. Mounting / Removal of the stand -

Mounting the stand

1. Make sure that the connection areas of
the stand and the product are aligned
well, and push in the product forwards,

2. If mounted properly, it will be fized with
“dlick” sound.

* If necessary, it is allowed to first attach the stand to your vehide, and then assemble it with the product.

Removing the stand

1. Slightly lift up the knob on the back of
the assambled stand in the direction
of arrow, and then remowe as shown in
the figura.

2. At this moment, be careful not to lift too
strongly up the knob on the back of the
ﬁ stand. Otherwise, it may be damaged.

2. How to install )

Front Glass Outdoor OQutdoor
Tanting section Tinting section
= Front glass ——
Double-sided
Adhesive tape
Dowible-sided
Adhesive tape

e ey o

: ) | —
indoor  Foom mifTor Keep horizontal Indoor Kiaep horzontal \
Car Bus or Truck

1. As shown in the above figure, position it so that it does not obstruct your front view and at the same
time, lens viewing angle does not overlap the tinting section.

2.0nce it has been completely installed, keep it horizontal as shown in the left figure. Otherwise, normal
images may not be obtained during recording.

3. Recommended installation location )

? P

If installed at the center of glass window in the front of the room mirror, optimal recorded images can
be obtained.

If it is difficult to install as like above picture, it can be installed on left or right of room mirror. Install
the product on the middle of vehicle otherwise the image may lean to one side.
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4, Wiring diagram

* The abowve wiring diagram may var)rwnh the kind of vehicle.

li\; Once wirlng and Installation have been completed, check the followings:
- After installation, get the engine started. Then, the GPS LED will light up, which indicates normally com-
pleted installation.

- If the GPS LED fails to light up, chack the cable connactions and subsaquantly, remaove dust or impurities
from the cigarette sockat.

Detailed procedure of installation

Prior to installing the product, remaove ﬂ'loraug hly any impurities and dust from the place of front window for

adhesive tape. Peel off the protactive film of double-sided adhesive tape on the stand, and firmly attach to the

glass window in the front of the room mirror. Following attachment, release the stand ﬁ:ing lever to adjust it so

that it is at a level with the ground, and tighten firmly again.

* Regarding the attachment position of the stand, avold the heating wire and coating (tinting) areas on
the top of the front glass. If installed in the tinting area, the quality of recording may be deteriorated
and heating wires may be damaged when removing the stand.

Once it has been at a level with the ground after angle adjustment, connect the producr to the cigarette jack.
Push in the cigaratte cablain the slit between the front glass and the roof. At this ime, use a thin and hard object
for convenient handling.

Continue to arange the cable up to the joint between the front glass and the side frame. If required, use the
dips for cable arrangement supplied with the product. After cable amangement around the front glass, open
the front seat door.

Draw the cable out between the front seat door and the side of dash board, and with the enclosed clips for cable
amrangeament, fix it down as far as the front seat door frame and beneath the footing. At this time, too loosely
amranged cable may be damaged when opening/dosing the door or getting into/out of the wehide.

hitly lift up the mat under the front seat, and then arrange the cable across the seat. After arangement, put
the mat in place again, pull out the cable to the side of the console box, fix with the dips for cable fixation, and
put the cigarette plug into the dgarette sockat.
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