2 CH DRIVING VIDEO RECORDER

Instruction Manual

DR-200

Thank you for purchasing this product.
For proper usages and application,
Please read this instruction manual thoroughly.
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A Safeguard Instructions

2 Channel DRIVING VIDEO RECORDER
Please read the "Safety Rules” carefully before using this product. Following the safety rules pre-
vents users from damages related with the misuse of the product. It is very important to follow

these safety rules. We state “Caution” and “"Waming" to dlarify any potential risk for a damage
associated with the misuse of the product.

- ™
A This information is for user’s reference for better usability.
. NOTICE )
p
® This information is for preventing damage or shorten the life time

CAUTION of the products.

~
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o This information is for preventing bodily harm or even death and
WARNING use should follow this safety rules.

CAUTION

Do not place near magnet.
- It may cause malfunction and trouble.

Do not shock to the product.
- It may cause damage or malfunction for product.

GPS function needs loading time when it power on.
- It needs from few seconds to minutes depending on signal receipt environment.

Before pull 5D Card out, please check the power off status.
- If you pull SC Card out during power on status, it may cause malfunction or data loss.

Do not put a foreign substance in to 5D card slot.
- It may cause a malfunction or SD card inserting problem.

Please use only authenticity SD card
- Manufacturer do not have a responsibility for not in usage of adulterated card.

Do not touch 5D card with wet or oily hand.
- It may cause malfunction due to card damage.

When install GP5 antenna, be careful not to be surrounded by obstacle.
- It may cause problem on GPS signal receipt rate.

Push the SD card fully.
- It may cause a malfunction.

Attach the product recommended place.
-If itis installed other place, the image may be swerved.

In case of metallic tinting on front window may cause telecommunication problem or

poor recording quality.
- In metallic tinting car may cause GPS signal receipt problem.
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A WARNING
Should install while power off. (After install products, connect DC jack)
- It may cause to electronic shock or malfunction.

Unplug product when do not use for a long time.
- It may case fire by short circuit due to heating.

Do not place near of air bag effective range.
- It may cause malfunction of air bag or accident, injury due to hitting monitor by air bag.

Keep clean dust on power socket.
- It may cause electronic shock and fire by bad connection.

Do not place where vibration and shock.
- It may cause throw down and then malfunction and accident.

Do not use in problem condition as like smoking, smell something burn.
- It may cause fire. Stop to use and make inquiries to agency.

Do not pull cord with a jerk, should catch a plug and pull. Do not use damaged cord.
- It may cause cord malfunction, electronic shock and fire.

Do not clean exterior with volatility or cily solvent. Neither keep touching rubber and
plastic for long time. - It may cause change of surface, fall of paint, malfunction and fire.

When clean exterior, power off and wipe with dry cloth.
-Wet cloth may cause a electronic shock.

When the power cable cord touches a metal case, cover it with a friction tape.
- Short circuit or disconnection of wire may cause a fire or accident.

Before installation, always turn off the engine.
- It may cause an electronic shock or defect.

Do not operate the product while driving.
- It may cause an accident. Stop in a safe place and operate.

Do not disassemble, repair and remodeling.

- It may cause malfunction and injury, can not get warranty.

- Make inquiries to agent for repair and checkup.

Do not put a pin or needle on the hole or crack in the body.

-In case of inserting them, stop to operate, it may cause electronic shock, fire and mal-
function.

Do not put the product in place where sudden temperature increasing and should use

on optimum voltage, temperature and humidity.

- It may cause to electronic shock or malfunction.

Attach the product on the front window firmly.

- Clean the front window and fix it firmly, otherwise it may be detached due to tem-
perature/humidity/dust/shock.




Feature

2 Channel DRIVING VIDEO RECORDER

- All car accident records
- Dual mode recording (indoor / outdoor)
-Wide angle of view supported (Inside : 140° / Outside : 1307)
- Emergency button / Internal IR-LED / Ambient light sensor built-in
-Voice recording supported during outdoor video recording
- Speaker Alert
- Built-in GPS module
- Built-in 3G-5ensor (Front/Rear, Left/Right, Up/Down shock sensing and recording)
-SD CARD use (Max. 16GB)
- If the recording image exceeds SD Card capacity, it deletes images from the oldest file
and records continuously.

- Emergency battery equipped
- FreeVoltage (DC 12V~24V)

Box Contents
2 Channel DRIVING VIDEO RECORDER

* Before use this products, please check below contents. If there is something missing parts,
please contact sales agent.

External Button Instruction Manual Cigar Cable
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2
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. PCVIEWER
SD CARD Accessories Manager Install CD
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Installing the recorder in your Vehicle
2 Channel DRIVING VIDEQ RECORDER

A Prior to installation, check the followings :

-To ensure safe installation, always perform installation procedures in a bright place
with no vehicle traffic.

- Before installation, always turn off the engine and pull out your car key.

- DO NOT use any other cables than the power cigarette cable included.

- The glass to be equipped with the camera should be kept clean.

- For vehides with excessive window tinting, the recorded images may appear dark.

- Do not place near radio wave obstacle and leave a space with high-pass, navigation
and so on.

- If use navigation and vehicle monitor, the image could be reflected on the front glass
and it might effect on the recording quality. To prevent this problem, please set the
direction not to be reflected the image.

- Ifthe IR-LED of indoor camera is adjacent to a room mirror (rear view mirror), the IR-LED
will be affected by light reflecting from the back of the room mirror during video re-
cording at night, deteriorating the quality of recording. Thus, please install this device
with an appropriate distance between your room mirror and the IR-LED.

Front Glass Outdoor

Outdoor
b Tinting section Front Glass
Double-sided Tinting saction
- Adhesive tape
Double sided
Room Mirror Adhesive tape
v DVA Body

Keap Horizontal
Car Bus or Truck

1. As shown in the figure above, place this device so that there is no obstacle to the front view
and that the viewing angles of indoor/outdoor lens do not overlap with tinting sections.

2. Thoroughly remove impurities and dust from the desired area to be attached by the adhesive
side of double side adhesive tape, before attaching it. If any impurities or dust remain, it may
cause this device to come off. This event while driving may lead to a traffic accident.

3.When fixing the double side adhesive tape provided, do not fix it on heat rays of the wind-
shield. Otherwise, heat rays may be damaged when removing it. Be careful.

4. Always install this device so that it is level as shown in the figure above. Otherwise, you cannot
obtain normally recorded images.
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I Recommended Installation Location for DVR

h‘g >, o
If installed at the center of the glass window in the front of the room mirror, optimal recorded
images can be obtained.

If installed slantingly (towards the right or left), the optimal quality of image
cannot be guaranteed. Pay special attention to the recommended installation
location as possible.

I Recommended Installation Location for the External Button

* Emergency Button must be placed in a highly ac-
cessible location where the driver can push the but-
ton readily and quickly when he or she encounters
an unexpected situation, and the following figures
show the recommended locations in consideration
for such the situations.

*The installation location and wiring of the button
may vary with the preferences of user.




*The above wiring diagram may vary with the kind of vehicle.

& Once wiring and installation have been completed, check the followings:

- After installation, get the engine started. Then, the LED on the POWER will light up, which indi-
cates normally completed installation.

- If the LED on the POWER fails to light up, check the cable connections and subsequently, re-
move dust or impurities from the dgarette socket.

I Detailed procedure of Installation for DVR

Prior to installing the product, remove thoroughly any impurities and dust from the place of front window for
adhesive tape. Peel off the protective film of double-sided adhesive tape on the stand, and firmly attach to the
glass window in the front of the room mirror. Following attachment, release the stand fixing lever to adjust it
so that it is at a level with the ground, and tighten firmly again.

# Regarding the attachment position of the stand, avoid the heating wire and coating (tinting) areas on
the top of the front glass. If installed in the tinting area, the quality of recording may be deteriorated and
heating wires may be damaged when removing the stand.
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Once it has been at a level with the ground after angle adjustment, connect the product to the cigarette jack.

Push in the cigarette cable in the slit between the front glass and the roof. At this time, use a thin and hard
object for convenient handling.

Continue to arrange the cable up to the joint between the front glass and the side frame. If required, use the
clips for cable arangement supplied with the product. After cable arrangement around the front glass, open
the front seat door.

Draw the cable out between the front seat door and the side of dash board, and with the enclosed clips for
cable arrangement, fix it down as far as the front seat door frame and beneath the footing. At this time, too
loosely arranged cable may be damaged when opening/closing the door or getting into/out of the vehicle.

Slightly lift up the mat under the front seat, and then arrange the cable across the seat. After arrangement, put
the mat in place again, pull out the cable to the side of the consale bax, fix with the clips for cable fixation, and
put the cigarette plug into the cigarette socket.




First connect the cable for Emergency Button to this device, check the installation location of the button, and
arrange the cable in the same manner as for cigarette cable - inserting it into the groove joint between the
windshield and the roof.

ol 7
Continue to arrange the cable as far as where the windshield meets with the side frame. If necessary, use

cable-arranging clips provided with this device. Once cable arrangement for the windshield has been com-
pleted, open the front seat door.

Draw out the cable through the
gap between the front seat door
and the side of dash board, and
use the cable-arranging clips sup-
plied with this device to fix it down
to the rim of front seat door and
the footing.

At this moment, too loosely arranged cable may cause the cable to be caught and damaged when opening/
closing the dooer or getting into/out of your car.

Bring out the Velcro tape provided with this device, detach each sticker from its back, and attach one side to
the button and the other side to the recommended installation location.
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